MOBILE 3D SCANNER VON HERON®
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Bei uns kdnnen Sie sowohl die exzellenten mobilen HERON® 3D Scanner mit dem einzigartigen, patentierten Algorithmus erwerben, als auch qualifizierte Schulungen sich oder

Ihre Mitarbeiter buchen.
.
FEATURES \
)
HERON AC-1 HERON MS-1 HERON LITE
Weight (Control Unit excluded) 6Kg 11Kg 25Kg
Weight of Control Unit 14 kg 14kg 14 kg
Time of initialization ~30sec ~30 sec ~15sec
Working time ~3hrs [ one battery ~3hrs [ one battery ~6/8 hrs
Indoor / Outdoor working YES YES YES
Real time visualization YES YES YES
Temperature Operating: -10°, +60° | Storage: -40°, +60° Operating: -10°, +60° | Storage: -40°, +60° -10°, +40°
Output data ES7, LAS, PLY ES7, LAS, PLY ES7, LAS, PLY
Scanning rate 700.000 points per second 700.000 points per second 300.000 points per second
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Final global accuracy®

Local accuracy ~2m ~2m ~3cm
Final survey resolution ~2cm ~2cm ~3m
LiDAR sensor (safety class 1) Velodyne HDL-32E Velodyne HDL-32E Velodyne Puck LITE
Wave length 903 nm 903 nm 903 nm
Max range 80-100 m 80-100 m 100 m
Angular FOV horiz. 360° | vert. +10.67° ; -30,67° horiz. 360° | vert. +10.67° ; -30,67° horiz. 360° | vert. +15; -15°
Battery NiMH 12V 9Ah NiMH 12V 9Ah Li-polymer 12V 4.5Ah

~5cmin short close rings

Alle Angaben vorbehaltlich technischer Anderungen

~ 5 cmin short close rings

~5cmin short close rings

*The global accuracy depends on the effectiveness of the SLAM registration algorithm, which can be influenced by the geometry of the surveyed data. Long paths in absence of loop closures
and crossover, but also different conditions as narrow tunnels and stairs can downgrade the global accuracy to 20-50 cm, partially or fully improved using the advanced control parameters
available in the HERON® Desktop software. Ask to Gexcel support team for more detailed information on how to get the best results from your HERON® system.



